Forged Chain

TECHNOLOGY INNOVATION - QUALITY . VALVE.

COMPONENTS

Forged Chain Links

For the Toughest Applications

FEATURES

Minimum Breaking Load Strengths:
Range from 33,000 Ibs. (150 kn) to 158,000 Ibs. (700kn)

Availability:
Chain without flights — from stock
Chain with flights — quick delivery

Chain Links and Pins:
Case hardened special alloy steel to Rockwell “C” 59-64
with core typically RC-40

Sprockets and Trailers:
Replaceable segmental sprockets from stock.
Standard and “star” trailers — quick delivery

Stainless Steel Options

Please refer to instruction manual for correct installation.
Information subject to change or correction. May 2007.
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Link Ref P H A D T (mm/in) | Minimum Wt.

(mmfin) [ (mm/in) | (mm/fin) | (mm/in) Breaking | (kg/Ib)
Load
(KN/Ib)

102 N-A 102 36 28 13 7.62 150 0.35
4.02 1.42 1.10 0.51 .30 33,000 0.80

142 N-A 142 50 42 25 11.00 350 1.26
5.59 1.97 1.654 0.98 0.43 78,400 2.80

142 H-A 142 50 62 25 16.50 525 2.00
5.59 1.97 2.44 0.98 0.65 117,600 4.40

216 N-A 216 75 60 35 19 600 3.64
8.5 3.00 2.36 1.38 0.75 135,000 8.00
260 N-A 260 75 71 32/35 22 700 12.50
10.24 3.00 2.81 1.25 0.87 158,000 27.50

Link Specification Suffix
A — Alloy Steel; AD — Alloy Steel through hardened to RC40; PIN — Alloy Steel
Surface treatment of links an pins case hardened to RC 59-64 (Except AD)

How to Order
Either provide sample and/or existing part reference and flight details where required.
Specify: 1. Link ref. selected from table above
2. Flight specification if required
3. Flight details: a) Type and shape — Flat or U
b) Flight Details (see specifications sheet)
c) Length, depth, thickness
d) Angle of flight attachment to link component — links, pins, clamps, return buckets,

sprockets, trailers, and forged head pins are also available
Please refer to instruction manual for correct installation.

UHMW plastic “paddles” are an optional extra
P P P Information subject to change or correction. May 2007.
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Interchangeability of Forged Chain
The following table gives approximate part number and

interchangeability between different suppliers of forged chain:

4B 102N-A 142N-A 142H-A 216N-A | 260N-A
Buhler 102 1427 42V - 260Z
Codema 102 142STD 142HVY - -
Interparts 101.6 - 142H - -
Koch 102 - 142V - -
Kulenkampff [ 102x35x8 | 142x50x19 | 142x50x29 |- -
Lonnstrom - - 142v - -
Redler 3001 3002 3003 3122x
Sircatene 101.6L 142M 142H - 260
Thiele 102x35x10 | - 142x50x29 |- -
Stolz - - - - -

Note: Always compare ultimate tensile strength of original chain

with that of the replacement. Working strength is normally a factor
of 5 or 6:1 in relation to U.T.S. depending on specific
application, contact 4B.

Details of other forged links are available upon request.

Please refer to instruction manual for correct installation.
Information subject to change or correction. May 2007.
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